=
\

Ningbo GC Bob Instrument Co., Ltd.

CNG PRESSURE GAUGES

General Specifications

Leakage Testing :
Burst Pressure :
Testing Pres. :
Working Pres.:
Leakage Rate :
Calibration :
Working Temp :
Durability :
Thread
Certification :

520bar*20min
>1000 bar

400bar
0-200bar
<1/100,000
Accuracy 1.6%
-40~120°C
>80,000 cycles
1/4"BSP, M14*1.5, M12*1.5
ECE-R110

Main Feature:
-SS304case
-Dry type gauge
-1P65

Main Feature:
-Black Steel case
-SS304 ring
-Economic gauge
-IP65
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Main Feature:

-Black Steel case
-Economic Gauge
-IP65

-All Stainless
-Silicon oail filled
-Laser welding
-65

Main Feature:
-SS304 case
-Silicon oil filled
-IP65

Main Feature:
-Black Steel case
-Economic gauge
-IP65
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CNG Gauge and Sensor

High Pressure Sensor

Main Specifications :

-Sensor Type: Transmitter, all stainless steel body
-Working pressure: 0-260bar (other ranges available)
-Burst pressure: >520bar

-Accuracy: 1.6%F.S. At 25°C, 0.5% is available if required
-Degree of linearity: 0.5%

-Working temperature: -40~120°C

-Thread: M12*1, M12*1.5, 1/4"BSP, M14*1.5
-Protection: 1P68

-Warranty: 2 years or 100,000km

Output Value Types

Suffix/ Input / Output / Remark /
-F +5V 40bar/1.0V~150bar/4.0V Export linear volt directly /
-F2 +12V 40bar/1.0V~150bar/4.0V Export linear volt directly /
-F4 +5V Obar/0.5V~260bar/4.5V Export linear volt directly /
2.4 +5V Obar/0.5~200bar/2.44V Export linear volt directly /
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Ningbo GC Bob Instrument Co., Ltd.

OPTICAL SENSORS

Main Specifications /

-Black steel body

-Resin filled to protect wires
-W/O 150Q resistance for diod
(available if required)

-IP65

Main Specifications

-Black steel body

-Resin filled to protect wires
-W/O 150Q resistance for diod
(available if required)

-IP65

Main Specifications /
-Black steel body
-Removable wires
-With 150Q) resistance for diod
(can be deleted if required)
-IP65

Main Specifications /

-Black steel body

-Resin filled to protect wires
-With 150Q) resistance for diod
(can be deleted if required)
-IP65

QUTPUT TYPE )
) Typical Output (Pressurex10bar) —
Suffix | Input
40 70 110 150
None [+5V 4v 3v 2v 1v A
371 [+12V | 96v | 7.2v | 48v | 24v —1 /[
-F +5V 1lv 2v 3v 4v A ]
-F2 [+12v 1v 2v 3v 4v B N
-F3 +12V 1lv 2v 3v 4v /
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G Ningbo GC Bob Instrument Co., Ltd.

RESISTANCE SENSORS

— : REAL OUTPUT CURVE [/

Main Specifications
-Sensor type: Resistance output sensor | ==10:2500ar 250004

8
-Working pressure: 0-200bar ; s
-Burst pressure: >1000bar . 1
-Accuracy: 5%F.S. at 25°C pErS
-Thread: 1/4"BSP 5 =
-Resistance value: 0-7KQ, 0-2KQ, 0-1KQ o 4 T

1

0

R T M T VT SIS S S S ST

* Different output available
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. Brown yellow PCB . Brown yellow PCB . Mirror yellow PCB
. 26cm x 2 wires . 26cm x 2 wires . 26cm x 2 wires
. White plastic connector x 2 . White plastic + ground plate @6mm . White plastic connector x 2

. Mirror yellow PCB . Mirror yellow PCB Mirrow yellow PCB

. No wire . 26cm X 2 wires . 26cm X 2 wires
No-connector —2P-water proof connector —.White plastic +ground plate @6mm-—
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Optional Connectors

e

A - 3PIN water proof

S

C - 2PIN water proof

B - 3PIN water proof

v

D - 2PIN water proof

s

E - 3PIN water proof

-

F - 3PIN water proof

N

G - 3PIN simple

o,

| - @6mm GND plate

“»

H - 3PIN simple

Qs

J - @5mm GND plate
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Why choose us? ------- Ningbo GC Bob Instrument Co.,Ltd.

1) Advance Equipment and Professional Technology: we are committed to offer the good quality

gauges with advance equipment and professional technology for all over the world customers.

2) Best After-sales Service: Our company provide best after-sale service all the time , for our goal

isalong trade cooperation term.

3) Serious Inspection Procedure with Excellent Quality: Our pressure gauges all are 100%

inspection, we also have passed ISO9001 and UL certificated.

4) Quickly Delivery: Our Company provides in-time delivery with, always satisfy customers’ needs.
5) Convenient Purchase and save cost: GC Bob is adirect exporter and skillful manufacturer, so
it's convenient for you to purchase, we can provide our high quality products with reasonable

price.

6) Best Reputation: Our factory has ten years experiences and has already gaining the best

reputation and response from the customers from all over the world.

7) OEM orders: In the past years, we have many OEM orders from very famous company in USA

and European market.

8) Multilingual: We can provide all kinds of languages, English, Spanish, French, Arabic, Japanese,

Russian, meet the different needs of our customers.
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Welding:

High frequent welding machine

[\EIMGB" C BOB INSTRUMENT C¢

Temperature welding machine
NINGBO GC BOBINSTRUMENT CO. LTD
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Tig(arc) welding Laser welding machine C2H2 welding S

Testing:

. =4
Ecnomy type testing - Overpressure testin
NINGBQ GC BUBINSIR

nspection testing

Static testing
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Ningbo GC Bob Instrument Co., Ltd.

Quality Control:

Life testing machine

N/ . {
U GC BOB

Vibration Testing Machine

General machine

Ultra- sonic cleaning machine

NINGBO GC BOBINSTRUMENT CO,LTD

Mini pressure gauge machine

Crimp ring machine

Testing pressure gauge

Cleaning room

Packing:
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